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GRACO HOSE REELS

700 SERIES

750 SERIES

XD SERIES EXTREME PERFORMER

LD SERIES PLASTIC ENCLOSED

700 - 237

750 - 245

  Spring rewind hose reel.
 Enclosed for safety and protection,

 extends hose life.
  Flexible mounting options - mount 

 on wall, ceiling, or bench.
 Full ow swivel which allows 

 maximum uid ow with minimal
 pressure drop.

  Graco heavy duty twin arm hose reel.
 Oil or fuel transfer. Please specify when ordering.
  Spring rewind.
 Accepts 1” ID x 15mt hose or ¾” ID x 23mt hose.
 1” NPT female inlet and outlet.
  Supplied without hose.

  Graco heavy duty high volume hose reel.
 Diesel transfer.
  Easy spring rewind with positive latch position.
 Accepts 15mt x 1½” or 1¼  ID hose.
 1½”  inlet and 1½” outlet.
  Supplied without hose or nozzle.
  125 PSI max pressure.

Features:
  Dual pedestal frame 

provides increased 
strength for extreme-duty 
applications.

 Durable steel spool 
 rides on sealed roller 
 bearings to ensure
  trouble free 
  performance.

  Designed for heavy 
 duty extreme use.

 Yellow coloured reel.

ORDERING INFORMATION

HEL33D
Graco hose reel for air/water with 
10mt x 12mm ID hose. 250 PSI max.

HEL25D
Graco hose reel for air/water with 
15mt x 10mm ID hose. 250 PSI max.

HEM33D
Graco hose reel for oil with 10mt x 
12mm ID hose. 1800 PSI max.

HEM13D
Graco hose reel for grease with 
10mt x 6mm ID hose. 5000 PSI max.

ORDERING INFORMATION

700-237 Graco heavy duty hose reel.

ORDERING INFORMATION

750-245
Graco heavy duty high 
volume hose reel.

ORDERING INFORMATION

HSL65F
XD hose reel to suit air, water, anti-freeze, with 15mt 
x ½” Hose. 300 PSI max pressure. ½” Inlet/Outlet.

HSLC8F
XD hose reel to suit air, water, anti-freeze, with 
23mt x ½” Hose. 300 PSI max pressure. 
½” Inlet/Outlet.

HSM65F
XD hose reel to suit oil, with 15mt x ½” Hose. 
2000 PSI max pressure. ½” Inlet/Outlet.

HSMC8F
XD hose reel to suit oil, with 23mt x ½” Hose. 
2000 PSI max pressure. ½” Inlet/Outlet.

HSMD5F
XD hose reel to suit oil, with 15mt x ¾” Hose. 
1250 PSI max pressure. ¾” Inlet/Outlet.

HSH15F
XD hose reel to suit grease, with 15mt x ¼” Hose. 
5000 PSI max pressure. 3/8” Inlet/¼”Outlet.

HSH55F
XD hose reel to suit grease, with 15mt x 3/8” Hose. 
4000 PSI max pressure. 3/8” Inlet/¼”Outlet.

HSHC5F
XD hose reel to suit grease, with 15mt x ½” Hose. 
5000 PSI max pressure. ½” Inlet/Outlet.

700 SERIES

750 SERIES

Optional blue 
and black reel.


