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EFHD SERIES HIGH FLOW INDUSTRIAL FILTERS

The new EFHD series gives the industrial application a filter for many installations. Suitable for diesel and unleaded 
petrol with a specialised filter for ethanol blends up to E15 and Biodiesel up to B20. Suitable for pump or gravity flow 
applications.

EFHD-9010-25

PARTICLE FILTER ASSEMBLIES

WATER ABSORBING AND PARTICLE FILTER ASSEMBLIES

REPLACEMENT ELEMENTS

EFHD-15010-25 EFHD-15010-40 EFHD-30010-50 EFHD-30010W-50 EFHD-9010W-25

Filters

Code Size Micron Pressure Max Flow Rate Usage

EFHD-9010-25 1” BSP 10 micron 50 PSI 93 LPM Diesel & Petrol.

EFHD-1502-25 1” BSP 2 micron 50 PSI 150 LPM Diesel & Petrol.

EFHD-1502-40 1½” BSP 2 micron 50 PSI 151 LPM Diesel & Petrol.

EFHD-15010-25 1” BSP 10 micron 50 PSI 151 LPM Diesel & Petrol.

EFHD-15010-40 1½” BSP 10 micron 50 PSI 151 LPM Diesel & Petrol.

EFHD-3002-50 2” NPT 2 micron 50 PSI 300 LPM Diesel & Petrol.

EFHD-30010-50 2” NPT 10 micron 50 PSI 302 LPM Diesel & Petrol.

Code Size Micron Pressure Max Flow Rate Usage

EFHD-9010W-25 1” BSP 10 micron water absorbing 50 PSI 90 LPM Diesel & Petrol.

EFHD-1502W-25 1” BSP 2 micron water absorbing 50 PSI 151 LPM Diesel & Petrol.

EFHD-1502W-40 1½” BSP 2 micron water absorbing 50 PSI 151 LPM Diesel & Petrol.

EFHD-15010W-25 1” BSP 10 micron water absorbing 50 PSI 151 LPM Diesel & Petrol.

EFHD-15010W-40 1½” BSP 10 micron water absorbing 50 PSI 151 LPM Diesel & Petrol.

EFHD-3002W-50 2” NPT 2 micron water absorbing 50 PSI 302 LPM Diesel & Petrol.

EFHD-30010W-50 2” NPT 10 micron water absorbing 50 PSI 302 LPM Diesel & Petrol.

Code Description

EFHD-9010
93 LPM max replacement element only to suit EFHD-9010-25. 50 PSI max working pressure.  10 micron element. Diesel and 
petrol use. Element No. 70034

EFHD-9010W 90LPM.max replacement element to suit EFHD-9010W-25.10 micron water block. 50PSI max pressure

EFHD-1502W 151LPM Max flow. 2 Micron water absorbing elements to suit EFHD-1502W-25, EFHD-1502W-40 and EFHD-3002W-50(2).

EFHD-15010
151 LPM max replacement element only to suit EFHD-15010-25, EFHD-15010-40 & EFHD-30010-50. 50 PSI max working 
pressure. 10 micron element. Diesel and petrol use. Element No. 70019.

EFHD-15010W
151 LPM max. HYDROSORB water and particle element. To suit EFHD-15010W-25, EFHD-15010W-40 and EFHD-30010W-50. 
50 PSI max working pressure. 10 micron element. Diesel and petrol use. Element No. 70063.

EFHD-1501B
151 LPM max replacement element only. 1 micron element. For use with petrol, ethanol blends up to E85, biodiesel (B100), 
ULSD and methanol (M100). Element No. 70041.

EFHD-150144M 150 LPM Filter element with 144 micron mesh

Fuel Equipment


