
1800 813 182
CALL OR ORDER ONLINE:

MGUBT46A
12 volt 35LPM pump kit upgrade. 
¾” hose x 6m, high flow auto 
nozzle & swivel. Fitted to Mine-Go 
Ute tank . Diesel use only

MGUBP80A
12 volt 75LPM pump kit upgrade. 1” 
hose x 6m, high flow auto nozzle & 
swivel. Fitted to Mine-Go Ute tank. 
Diesel use only

MGTT10EX
Upgrade Electronic meter fitted 
to 12 volt pump on Mine-Go 
Tank. Diesel use only

20 YEARS LIFE EXPECTANCY 
DESIGN

TANK FEATURES:PUMP/METER UPGRADE OPTIONS
"Built Tough" Mine-Go self bunded tank 
range to meet the relentless demands of 
the mining industry.
• Constructed to Australian Standards - 

AS1692-2006 & AS1940-2017..
• Removable bund cover enables inner 

tank to be removed.

• Huge pump bay compartment with room 
to store tools & oils.

• Letter box style slot for genset hoses.
• Lockable hatch with gas strut.
• Tank inspection hatch.
• Stackable design.
• 4 Way forklift pockets.

200 Litre 400 Litre 600 Litre 

MG200N-C

MG400N-C

MG600N-C

200 Ltr Mine-Go self bunded Ute Tank. Diesel use only
Dimensions: 1315mm L x 1060mm W x 625mm H.
Weight: 373kg.

400 Ltr Mine-Go self bunded Ute Tank. Diesel use only
Dimensions: 1293L x 1189W x 1012H mm.
Weight: 424kg.

600 Ltr Mine-Go self bunded Ute Tank. Diesel use only
Dimensions: 1620mm L x 1060mm W x 885mm H.
Weight: 506 Kg approx.

CODE DESCRIPTION

MINE-GO UTE TANKS

MINE-GO UTE TANKS

20 YEARS TANK LIFE EXPECTANCY DESIGN

COMPLIANCE WITH AUSTRALIAN STANDARDS 
AS1692-2006, AS1940-2017

"Built Tough" Mine-Go self bunded tank range to meet the relentless 
demands of the mining industry.

Upgrade options and Petrol usage 
available


