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SUBMERSIBLE TURBINE PUMPS FOR COMMERCIAL USE
Franklin submersible turbine pumps are world leaders with their MagShell™ technology. Standard with active air 
elimination, which eliminates air through the highest point in the pump head at all times when the pump is running, 
assuring air does not pass into discharge piping. FE Petro STPs include a contractor electrical disconnect, which requires 
loosening only one bolt, allowing motor wiring to be disconnected without venting the dangerous tank vapours into the 
sump when servicing FE Petro submersible pumps. The pump can be easily removed from the tank by unthreading three 
bolts. Included as standard is a manual pressure relief vent screw to bleed line pressure to zero when necessary. By 
turning this screw, product is diverted back to the tank, dropping line pressure to zero. This reduces fuel discharge into 
the sump manhole or dispenser pan during servicing, further protecting service technicians & the environment. The STP 
uses a reliable proven line check valve. At 2¾” in diameter, this valve reduces pressure loss at high ow rates resulting in 
faster fuelling times.

The mechanical leak detectors are capable of detecting line leaks equivalent to 3 GPH at 10 PSI when installed properly 
with the appropriate fuels. All models will signal detection of leaks by restricting product delivery to less than 3 GPM and 
taking more than 4 seconds to open.

 ORDERING INFORMATION  - VARIABLE SPEED PUMPS

STPMVS2-VL2 2HP variable speed submersible turbine pump. Model length range 90” - 151”. (Please specify.)

STPMVS4-VL2 4HP variable speed submersible turbine pump. Model length range 95” - 156”. (Please specify.)

 ORDERING INFORMATION  - FIXED SPEED PUMPS

STP150-VL2 1.5HP fixed speed submersible turbine pump.  Model length range 91” - 152”. (Please specify.)

 ORDERING INFORMATION  - FIXED SPEED PUMPS

40050 Mechanical line leak detector. Please specify liquid to be used.

CONTROLLER GEAR AVAILABLE

MECHANICAL LEAK DETECTOR


